**Flat Belt Conveyors, Heavy Duty**

- **Self-Centering Crowned Rollers**, Center Drive, 3-Slot Frame Type (Pulley Dia. 30mm)

**Feature:** Up to 90W, Medium distance (up to 6m) transfer suited Conveyor. The center drive is suitable for "Conveyor to Conveyor" transfer.

**Gearhead Reduction Ratio**

<table>
<thead>
<tr>
<th>Part</th>
<th>slew</th>
<th>Voltage (V)</th>
<th>Gearhead Reduction Ratio</th>
<th>Motor</th>
<th>Motor Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>B</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>100</td>
<td>50</td>
<td>400~6000</td>
<td>90</td>
<td>60W</td>
<td></td>
</tr>
</tbody>
</table>

**Self-Centering Crowned Type**

- Additional counterbored holes are arranged on identical positions for both frames.

**Gearhead**

- Gearhead
- Gearhead Reduction Ratio

- 1.6 1.9
- 3.1 3.8
- 120

**Frame Cross Section and Enlarged View (Symmetrical)**

- Belt Speed m/min
- 500
- 400

**Part Number**

<table>
<thead>
<tr>
<th>Part Number</th>
<th>slew</th>
<th>Voltage (V)</th>
<th>Gearhead Reduction Ratio</th>
<th>Motor</th>
<th>Motor Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>B</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>100</td>
<td>50</td>
<td>400~6000</td>
<td>90</td>
<td>60W</td>
<td></td>
</tr>
</tbody>
</table>

**Frame Motor Cover**

- Pulley Holder

**Conveying Capacity**

- 90W
- 60W

**Conveyors, Guided Flat Belt Conveyors, Heavy Duty High Power Type**

- Guided Belt to Prevent Lateral Movement, Center Drive, 3-Slot Frame Type (Pulley Dia. 30mm)

**Feature:** Up to 90W, Medium distance (up to 6m) transfer suited Conveyor. The center drive is suitable for "Conveyor to Conveyor" transfer.

**Gearhead Reduction Ratio**

<table>
<thead>
<tr>
<th>Part</th>
<th>slew</th>
<th>Voltage (V)</th>
<th>Gearhead Reduction Ratio</th>
<th>Motor</th>
<th>Motor Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>B</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>100</td>
<td>50</td>
<td>400~6000</td>
<td>90</td>
<td>60W</td>
<td></td>
</tr>
</tbody>
</table>

**Self-Centering Crowned Type**

- Additional counterbored holes are arranged on identical positions for both frames.

**Gearhead**

- Gearhead
- Gearhead Reduction Ratio

- 1.6 1.9
- 3.1 3.8
- 120

**Frame Cross Section and Enlarged View (Symmetrical)**

- Belt Speed m/min
- 500
- 400

**Part Number**

<table>
<thead>
<tr>
<th>Part Number</th>
<th>slew</th>
<th>Voltage (V)</th>
<th>Gearhead Reduction Ratio</th>
<th>Motor</th>
<th>Motor Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>B</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>100</td>
<td>50</td>
<td>400~6000</td>
<td>90</td>
<td>60W</td>
<td></td>
</tr>
</tbody>
</table>

**Frame Motor Cover**

- Pulley Holder

**Conveying Capacity**

- 90W
- 60W

**Conveyors, Guided Flat Belt Conveyors, Heavy Duty High Power Type**

- Guided Belt to Prevent Lateral Movement, Center Drive, 3-Slot Frame Type (Pulley Dia. 30mm)

**Feature:** Up to 90W, Medium distance (up to 6m) transfer suited Conveyor. The center drive is suitable for "Conveyor to Conveyor" transfer.

**Gearhead Reduction Ratio**

<table>
<thead>
<tr>
<th>Part</th>
<th>slew</th>
<th>Voltage (V)</th>
<th>Gearhead Reduction Ratio</th>
<th>Motor</th>
<th>Motor Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>B</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>100</td>
<td>50</td>
<td>400~6000</td>
<td>90</td>
<td>60W</td>
<td></td>
</tr>
</tbody>
</table>

**Self-Centering Crowned Type**

- Additional counterbored holes are arranged on identical positions for both frames.

**Gearhead**

- Gearhead
- Gearhead Reduction Ratio

- 1.6 1.9
- 3.1 3.8
- 120

**Frame Cross Section and Enlarged View (Symmetrical)**

- Belt Speed m/min
- 500
- 400

**Part Number**

<table>
<thead>
<tr>
<th>Part Number</th>
<th>slew</th>
<th>Voltage (V)</th>
<th>Gearhead Reduction Ratio</th>
<th>Motor</th>
<th>Motor Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>B</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>100</td>
<td>50</td>
<td>400~6000</td>
<td>90</td>
<td>60W</td>
<td></td>
</tr>
</tbody>
</table>

**Frame Motor Cover**

- Pulley Holder

**Conveying Capacity**

- 90W
- 60W

**Conveyors, Guided Flat Belt Conveyors, Heavy Duty High Power Type**

- Guided Belt to Prevent Lateral Movement, Center Drive, 3-Slot Frame Type (Pulley Dia. 30mm)

**Feature:** Up to 90W, Medium distance (up to 6m) transfer suited Conveyor. The center drive is suitable for "Conveyor to Conveyor" transfer.

**Gearhead Reduction Ratio**

<table>
<thead>
<tr>
<th>Part</th>
<th>slew</th>
<th>Voltage (V)</th>
<th>Gearhead Reduction Ratio</th>
<th>Motor</th>
<th>Motor Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>B</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>100</td>
<td>50</td>
<td>400~6000</td>
<td>90</td>
<td>60W</td>
<td></td>
</tr>
</tbody>
</table>

**Self-Centering Crowned Type**

- Additional counterbored holes are arranged on identical positions for both frames.

**Gearhead**

- Gearhead
- Gearhead Reduction Ratio

- 1.6 1.9
- 3.1 3.8
- 120

**Frame Cross Section and Enlarged View (Symmetrical)**

- Belt Speed m/min
- 500
- 400

**Part Number**

<table>
<thead>
<tr>
<th>Part Number</th>
<th>slew</th>
<th>Voltage (V)</th>
<th>Gearhead Reduction Ratio</th>
<th>Motor</th>
<th>Motor Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>B</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>100</td>
<td>50</td>
<td>400~6000</td>
<td>90</td>
<td>60W</td>
<td></td>
</tr>
</tbody>
</table>

**Frame Motor Cover**

- Pulley Holder

**Conveying Capacity**

- 90W
- 60W

---

**For Pricing and Days to Ship, Please Configure Online.**

**CE**