The parts with option of d12-20 have been changed to a new part type. For the new part number, see \( \text{Fig. 1044} \).

### Table: Reference Data of Cam Followers

<table>
<thead>
<tr>
<th>Type</th>
<th>Material</th>
<th>Accessories</th>
</tr>
</thead>
<tbody>
<tr>
<td>Crowned</td>
<td>With Seal</td>
<td>No Seal</td>
</tr>
<tr>
<td>Flat</td>
<td>No Seal</td>
<td>No Seal</td>
</tr>
</tbody>
</table>

### Features:
- Hex socket and grease fitting are mounted on both the head and thread part. You can remove it on either head or thread side using a hex wrench. Greasing is possible from both directions.
- The parts with option of d12-20 have been changed to a new part type. For the new part number, see \( \text{Fig. 1044} \).

### Specifications:
- **Type**: Various types including Crowned, Flat, etc.
- **Material**: Various types, including stainless steel.
- **Accessories**: Hex socket and grease fitting.
- **Dimensions**: Various dimensions for different types.
- **Operating Temp.**: up to 80°C or lower.
- **Unit Price**: Listed for each type and material.

### Notes:
- The parts with option of d12-20 have been changed to a new part type. For the new part number, see \( \text{Fig. 1044} \).

### Illustrated Parts:
- Crowned
- Flat

### Additional Information:
- For the performance of Cam Followers, see \( \text{Fig. 1044} \).

---

**Legend:**
- Crowned
- Flat
- No Seal
- With Seal
- Hex Socket on Head
- Hex Socket on Head / Thread (Crowned Type with Grease Fitting)