Shaft Supports (Flanged Mount)

Standard Type with Through or Tapped Mounting Holes / Long Sleeve Type

**Through Mounting Holes Type** is suitable when tapping is difficult due to mounting plate strength (aluminum) or thickness.

**Standard with Through / Tapped Mounting Holes**

- **Round Flanged**
- **Square Flanged**
- **Compact Flanged**

**Long Sleeve**

- **Round Flanged**
- **Square Flanged**
- **Compact Flanged**

<table>
<thead>
<tr>
<th>Type</th>
<th>Part Number</th>
<th>D10</th>
<th>D15</th>
<th>D20</th>
<th>D25</th>
<th>D30</th>
<th>D35</th>
<th>D40</th>
<th>D45</th>
</tr>
</thead>
<tbody>
<tr>
<td>Round Flanged</td>
<td>SSTHR</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
</tr>
<tr>
<td>Square Flanged</td>
<td>SSTHRB</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
</tr>
<tr>
<td>Compact Flanged</td>
<td>SSTHRCL</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
</tr>
</tbody>
</table>

**Standard Type with Through or Tapped Mounting Holes**

- **Round Flanged**
- **Square Flanged**
- **Compact Flanged**

**Long Sleeve**

- **Round Flanged**
- **Square Flanged**
- **Compact Flanged**

<table>
<thead>
<tr>
<th>Type</th>
<th>Part Number</th>
<th>D10</th>
<th>D15</th>
<th>D20</th>
<th>D25</th>
<th>D30</th>
<th>D35</th>
<th>D40</th>
<th>D45</th>
</tr>
</thead>
<tbody>
<tr>
<td>Round Flanged</td>
<td>STHR</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
</tr>
<tr>
<td>Square Flanged</td>
<td>STHRB</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
</tr>
<tr>
<td>Compact Flanged</td>
<td>STHRCL</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
</tr>
</tbody>
</table>

**Tapped Mounting Holes Type** can be tapped with clearance holes

- **Long Sleeve**

<table>
<thead>
<tr>
<th>Type</th>
<th>Part Number</th>
<th>D10</th>
<th>D15</th>
<th>D20</th>
<th>D25</th>
<th>D30</th>
<th>D35</th>
<th>D40</th>
<th>D45</th>
</tr>
</thead>
<tbody>
<tr>
<td>Round Flanged</td>
<td>STHR</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
</tr>
<tr>
<td>Square Flanged</td>
<td>STHRB</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
</tr>
<tr>
<td>Compact Flanged</td>
<td>STHRCL</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
<td>0.2</td>
</tr>
</tbody>
</table>

**Aluminum is not available for products with D dimension 8M and 10M.**

**Tapped Mounting Hole Type** is available only for D dimension denoted with "*1" mark.

**Flanged Mount – With Pilot**

**With Dowel Hole**

- **Round Flanged**
- **Square Flanged**
- **Compact Flanged**

**Through Mounting Holes Type** is available only for D dimension denoted with "*2" mark.

**Flanged Mount – With Dowel Holes**

- **Round Flanged**
- **Square Flanged**
- **Compact Flanged**

**Electroless Nickel Plating**

- **Black Oxide**

**Alterations**

- Hex Socket Set Screw included

**Check out misumiusa.com for the most current pricing and lead time.**

There's more on the web: misumiusa.com