Support Units (Square, Fixed Side)

**Standard**

- **Material and Surface Treatment**
  - BSW: Carbon Steel
  - BSWS: Carbon Steel
  - BSWE: Carbon Steel
  - BSWSM: Electroless Nickel Plating
  - BSWER: Black Oxide

- **Shaft Dia. and Type No.**
  - d=8: Comes with one oil seal (4).
  - Oil seal (4) is not included when d=6.
  - d=10–25: Comes with a set piece (3) and oil seal (4).
  - Oil seal (4) is not included when d=10–25.

- **Component Details**
  - (1) Bearing Housing
  - (2) Angular Contact Bearing Class 0
  - (3) Set Piece
  - (4) Oil Seal
  - (5) Collar
  - (6) Clamping Nut

- **Applications**
  - Standard Type
  - Industry Standard for Support Units (Square, Fixed Side)
  - Standard Type Support Units (Fixed Side)
  - Standard Type Support Units (Square, Fixed Side)

- **Part Number Table**

<table>
<thead>
<tr>
<th>Part Number</th>
<th>d</th>
<th>L</th>
<th>L1</th>
<th>L2</th>
<th>B</th>
<th>H</th>
<th>D1</th>
<th>D2</th>
<th>F</th>
<th>M (Pitch)</th>
<th>T</th>
<th>Oil Seal Applicable Shaft Dia.</th>
</tr>
</thead>
<tbody>
<tr>
<td>BSW, BSWM, BSWS, BSWSM</td>
<td>8</td>
<td>6</td>
<td>20</td>
<td>—</td>
<td>25</td>
<td>3.5</td>
<td>41</td>
<td>22</td>
<td>12</td>
<td>M10 x 1.0</td>
<td>12</td>
<td>—</td>
</tr>
<tr>
<td>8</td>
<td>8</td>
<td>20</td>
<td>—</td>
<td>20</td>
<td>17</td>
<td>25</td>
<td>20</td>
<td>48</td>
<td>0.6</td>
<td>M12 x 1.0</td>
<td>14</td>
<td>10</td>
</tr>
<tr>
<td>10</td>
<td>10</td>
<td>23</td>
<td>—</td>
<td>20</td>
<td>17</td>
<td>25</td>
<td>20</td>
<td>50</td>
<td>0.6</td>
<td>M12 x 1.0</td>
<td>14</td>
<td>10</td>
</tr>
<tr>
<td>12</td>
<td>12</td>
<td>23</td>
<td>—</td>
<td>20</td>
<td>17</td>
<td>25</td>
<td>20</td>
<td>50</td>
<td>0.6</td>
<td>M12 x 1.0</td>
<td>14</td>
<td>10</td>
</tr>
<tr>
<td>15</td>
<td>15</td>
<td>25</td>
<td>—</td>
<td>20</td>
<td>17</td>
<td>25</td>
<td>20</td>
<td>50</td>
<td>0.6</td>
<td>M12 x 1.0</td>
<td>14</td>
<td>10</td>
</tr>
<tr>
<td>16</td>
<td>16</td>
<td>25</td>
<td>—</td>
<td>20</td>
<td>17</td>
<td>25</td>
<td>20</td>
<td>50</td>
<td>0.6</td>
<td>M12 x 1.0</td>
<td>14</td>
<td>10</td>
</tr>
<tr>
<td>18</td>
<td>18</td>
<td>25</td>
<td>—</td>
<td>20</td>
<td>17</td>
<td>25</td>
<td>20</td>
<td>50</td>
<td>0.6</td>
<td>M12 x 1.0</td>
<td>14</td>
<td>10</td>
</tr>
</tbody>
</table>

Support Units (Square, Fixed Side)

**Economy Type / Fixed Side Radial Bearing**

- **Material and Surface Treatment**
  - BSW, BSWM, BSW: Carbon Steel
  - BSWSM: Electroless Nickel Plating
  - BWER: Black Oxide

- **Shaft Dia. and Type No.**
  - d=25 is not counterbored.
  - d=48–51 is not counterbored.

- **Component Details**
  - (1) Bearing Housing
  - (2) Angular Contact Bearing Class 0
  - (3) Set Piece
  - (4) Oil Seal
  - (5) Collar
  - (6) Clamping Nut

- **Applications**
  - Economy Type
  - Fixed Side Radial Bearing

- **Part Number Example**

<table>
<thead>
<tr>
<th>Part Number</th>
<th>d</th>
<th>L</th>
<th>L1</th>
<th>L2</th>
<th>B</th>
<th>H</th>
<th>D1</th>
<th>D2</th>
<th>F</th>
<th>M (Pitch)</th>
<th>T</th>
<th>Oil Seal Applicable Shaft Dia.</th>
</tr>
</thead>
<tbody>
<tr>
<td>BWSM25</td>
<td>10</td>
<td>27</td>
<td>20.5</td>
<td>6</td>
<td>10</td>
<td>52</td>
<td>0</td>
<td>14</td>
<td>11</td>
<td>M10 x 1.0</td>
<td>14</td>
<td>10</td>
</tr>
<tr>
<td>12</td>
<td>12</td>
<td>27</td>
<td>20.5</td>
<td>6</td>
<td>10</td>
<td>52</td>
<td>0</td>
<td>14</td>
<td>11</td>
<td>M10 x 1.0</td>
<td>14</td>
<td>10</td>
</tr>
<tr>
<td>15</td>
<td>15</td>
<td>28</td>
<td>20.5</td>
<td>5</td>
<td>10</td>
<td>52</td>
<td>0</td>
<td>14</td>
<td>11</td>
<td>M10 x 1.0</td>
<td>14</td>
<td>10</td>
</tr>
<tr>
<td>16</td>
<td>16</td>
<td>28</td>
<td>20.5</td>
<td>5</td>
<td>10</td>
<td>52</td>
<td>0</td>
<td>14</td>
<td>11</td>
<td>M10 x 1.0</td>
<td>14</td>
<td>10</td>
</tr>
<tr>
<td>18</td>
<td>18</td>
<td>28</td>
<td>20.5</td>
<td>5</td>
<td>10</td>
<td>52</td>
<td>0</td>
<td>14</td>
<td>11</td>
<td>M10 x 1.0</td>
<td>14</td>
<td>10</td>
</tr>
<tr>
<td>20</td>
<td>20</td>
<td>28</td>
<td>20.5</td>
<td>5</td>
<td>10</td>
<td>52</td>
<td>0</td>
<td>14</td>
<td>11</td>
<td>M10 x 1.0</td>
<td>14</td>
<td>10</td>
</tr>
<tr>
<td>25</td>
<td>25</td>
<td>28</td>
<td>20.5</td>
<td>5</td>
<td>10</td>
<td>52</td>
<td>0</td>
<td>14</td>
<td>11</td>
<td>M10 x 1.0</td>
<td>14</td>
<td>10</td>
</tr>
</tbody>
</table>