Support Units (Square, Fixed Side)
Compact / Low Profile / Mounting Hole Narrow Pitch

### Support Units (Fixed Side) Compact

#### Component Details

<table>
<thead>
<tr>
<th>No.</th>
<th>Part Name</th>
<th>Quantity</th>
</tr>
</thead>
<tbody>
<tr>
<td>(1)</td>
<td>Bearing Housing</td>
<td>1</td>
</tr>
<tr>
<td>(2)</td>
<td>Angular Contact Bearing Class 5</td>
<td>1 Set</td>
</tr>
<tr>
<td>(3)</td>
<td>Cover</td>
<td>1</td>
</tr>
<tr>
<td>(4)</td>
<td>Oil Seal</td>
<td>2</td>
</tr>
<tr>
<td>(5)</td>
<td>Collar</td>
<td>1</td>
</tr>
</tbody>
</table>

### Component Details

- **Material**: Carbon Steel
- **Surface Treatment**: Black Oxide
- **Part Number**:
  - BSAM
  - BSM10S

#### Part Number

<table>
<thead>
<tr>
<th>Type</th>
<th>No.</th>
<th>d</th>
<th>L</th>
<th>L1</th>
<th>L2</th>
<th>B</th>
<th>H</th>
<th>h</th>
<th>B1</th>
<th>H1</th>
<th>P</th>
<th>M</th>
</tr>
</thead>
<tbody>
<tr>
<td>BSAM</td>
<td>15</td>
<td>26</td>
<td>50</td>
<td>15</td>
<td>22</td>
<td>6</td>
<td>8</td>
<td>5</td>
<td>10</td>
<td>14</td>
<td>M15 x 1.0</td>
<td>22 19</td>
</tr>
<tr>
<td>BSM10S</td>
<td>15</td>
<td>26</td>
<td>50</td>
<td>15</td>
<td>22</td>
<td>6</td>
<td>8</td>
<td>5</td>
<td>10</td>
<td>14</td>
<td>M15 x 1.0</td>
<td>22 19</td>
</tr>
</tbody>
</table>

#### Part Number Example

```
BSAM
BSM10S
BS12
```

#### Notes

- Screws (5) for BSAM are stainless steel type.
- Screws (5) for BSM10S are Stainless Steel Type.
- Oil seal (4) is not included when d=6.
- Do not disassemble (1), (2), (3) and (4), as they must remain as an assembled unit.
- Do not disassemble (1), (2), (3) and (4), as they must remain as an assembled unit.
- "Bearing Housing" (4) oil seal is smaller than the previous No.10S versions.
- Electroless Nickel Plating

---

Support Units (Square, Fixed Side)
Standard Type with Dowel Holes / Fixed Side with Damper

### Fixed Side Standard with Dowel Holes

#### Component Details

- **Material**: Carbon Steel
- **Surface Treatment**: Black Oxide
- **Part Number**:
  - BSAMW
  - BSM10SW

#### Part Number

<table>
<thead>
<tr>
<th>Type</th>
<th>No.</th>
<th>d</th>
<th>L</th>
<th>L1</th>
<th>L2</th>
<th>L3</th>
<th>B</th>
<th>H</th>
<th>h</th>
<th>B1</th>
<th>H1</th>
<th>P</th>
<th>M</th>
</tr>
</thead>
<tbody>
<tr>
<td>BSAMW</td>
<td>15</td>
<td>26</td>
<td>50</td>
<td>15</td>
<td>22</td>
<td>6</td>
<td>8</td>
<td>5</td>
<td>10</td>
<td>14</td>
<td>M15 x 1.0</td>
<td>22 19</td>
<td></td>
</tr>
<tr>
<td>BSM10SW</td>
<td>15</td>
<td>26</td>
<td>50</td>
<td>15</td>
<td>22</td>
<td>6</td>
<td>8</td>
<td>5</td>
<td>10</td>
<td>14</td>
<td>M15 x 1.0</td>
<td>22 19</td>
<td></td>
</tr>
</tbody>
</table>

#### Part Number Example

```
BSAMW
BSM10SW
```

#### Notes

- Oil seal (4) is not included when d=6.
- Do not disassemble (1), (2), (3) and (4), as they must remain as an assembled unit.
- Screws (5) for BSAMW are stainless steel type.
- Screws (5) for BSM10SW are Stainless Steel Type.
- Do not disassemble (1), (2), (3) and (4), as they must remain as an assembled unit.
- Oil seal (4) is not included when d=6.
- Do not disassemble (1), (2), (3) and (4), as they must remain as an assembled unit.
- "Bearing Housing" (4) oil seal is smaller than the previous No.10S versions.
- Electroless Nickel Plating

---

There’s more on the web: misumiusa.com

Check out misumiusa.com for the most current pricing and lead time.