### Needle Roller Bearings with Thrust Ball / Roller Bearings

**Features:**
- Dust cover is provided on the thrust bearing side to prevent invasion of dust and lubricant leakage.
- With its ability to sustain radial and axial load simultaneously, NKXZ is suitable for the compact design to use on fixed shaft ends. The NKXRZ has better performance against axial loads.

### One-Way Clutches

**Features:** Bearings are on both ends of the clutch to support radial loads.

### BHFL

#### BHFL Structure

![BHFL Diagram](image)

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Type</th>
<th>d</th>
<th>D</th>
<th>L</th>
<th>f (max)</th>
<th>Allowable Torque Rate (min)</th>
<th>Allowable Rotational Speed (min)</th>
</tr>
</thead>
<tbody>
<tr>
<td>BHFL</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

#### BHFL Specifications

<table>
<thead>
<tr>
<th>Type</th>
<th>d</th>
<th>D</th>
<th>L</th>
<th>f (max)</th>
<th>Allowable Torque Rate (min)</th>
<th>Allowable Rotational Speed (min)</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

#### BHFL Notes

- **Shaft Rotation:**
  - During lock-up: Shaft torque is transmitted to the Housing during lock-up.
  - During Free Running: Shaft torque is not transmitted to the Housing during the free-running.

### Recommended Fits

- **Material:** Low Carbon Steel

---

**Part Number Example:**

- BHFL10

---

**Notes:**
- There's more on the web: misumiusa.com
- Check out misumiusa.com for the most current pricing and lead time.