**Cam Followers**

with Hexagon Socket, Flat

The parts with option of d12-20 have been changed to a new part type. For the new part number, see the table below.

### Guide Followers / Solid Eccentric Cam Followers

with Hexagon Socket

**Features:** Hex socket and grease fitting are mounted on both the head and thread part. You can secure it from either head or thread side using a hex wrench. Greasing is possible from both directions.

**Available Types:**
- **Flat (With Seal)**
- **Flat (No Seal)**
- **Crowned (With Seal)**
- **Crowned (No Seal)**

### Solid Eccentric Cam Followers – with Hexagon Socket

**Application:**
- **General**
- **Light Load**
- **Heavy Load**

**Material:**
- **Hexagon Socket**
- **Flange**
- **Stainless Steel**

**Accessories:**
- **No Seal**
- **With Seal**

<table>
<thead>
<tr>
<th>Part Number</th>
<th>d</th>
<th>Material</th>
<th>Accessories</th>
</tr>
</thead>
<tbody>
<tr>
<td>CFAP</td>
<td>12</td>
<td>52100 Bearing Steel</td>
<td>No Seal</td>
</tr>
<tr>
<td>CFAPH</td>
<td>12</td>
<td>52100 Bearing Steel</td>
<td>With Seal</td>
</tr>
<tr>
<td>CFFAP</td>
<td>12</td>
<td>440C Stainless Steel</td>
<td>No Seal</td>
</tr>
<tr>
<td>CFFAPH</td>
<td>12</td>
<td>440C Stainless Steel</td>
<td>With Seal</td>
</tr>
</tbody>
</table>

### Part Number Table

**Dimensions:**
- **H** (Min.)
- **E**
- **L**
- **R**
- **M**
- **N**
- **B**
- **B1**
- **D**

**Screw Size:**
- **M**

**Mass:**
- **Tightening Torque:**
- **Operating Temperature:**

For d12 and larger sizes, there are both hexagonal hole and thread grooves. For d12 and smaller sizes, there is no grease replenishing hole.

### Notes:
- **For the most current pricing and lead time.**
- **Check out misumiusa.com**

There's more on the web: misumiusa.com

Check out misumiusa.com for the most current pricing and lead time.

---

1074

Bearings with Hexagon / Bearings

1075