### Bubble Levels / Grease Nipples / Hardened Precision Balls

**Mounting Bubble Level**

- **SMTP**
  - Material: Stainless Steel
  - Surface Treatment: Black Anodize
  - Max. Operating Temp.: 55°C

**Embedded Bubble Level**

- **SMH**
  - Material: Polyethylene Plastic
  - Glass
  - Surface Treatment: Black Anodize
  - Max. Operating Temp.: 105°C

#### Inch Standards

- **Type**
- **Material**: 303 Stainless Steel
- **Surface Treatment**: Nickel Plating
- **Part Number**: SD
d

#### Hardened Precision Balls

- **Type**: GPA
- **Material**: Free-Cutting Brass (C36000 Brass)
- **Surface Treatment**: Nickel Plating

#### Grease Nipples

- **Type**: GPA

#### Stainless Steel Chains

**Stainless Steel / Ball / Link**

- **SCHSP**
  - Material: 304 Stainless Steel

### Parts Number Example

- **SMTP**
  - Part Number: SMTP28

**Part Number**

- **Type**: GPA
- **Material**: Free-Cutting Brass (C36000 Brass)
- **Surface Treatment**: Nickel Plating

**Part Number**

- **Type**: GPA
- **Material**: Free-Cutting Brass (C36000 Brass)
- **Surface Treatment**: Nickel Plating

**Part Number**

- **Type**: GPA
- **Material**: Free-Cutting Brass (C36000 Brass)
- **Surface Treatment**: Nickel Plating

---

**There's more on the web: misumiusa.com**

Check out misumiusa.com for the most current pricing and lead time.